2 ROW WATER COIL
IN Pre-Heat Position

DIMENSIONS - In [mm]

See Dwgs- 35-80055, Fig. 3

STANDARD CIRCULATION
UNIT COIL
SIZE |CONNEX| F F G H
08 4-7/8 | 3-1/4
12 15-3/4 [401]
16 4-1/8
7/8 [23] [105]
20 3.1/8 15-7/8 [404]
- 51127 -
30 | 1-1/8 | ST 79 20-7/8 [531]
[29]
1-3/8 4-3/8
40 [35] [112] 23-1/8 [588]
'LO GPM' CIRCULATION 'HIGH GPM' CIRCULATION
UNIT| CoOlIL
SIZE | CONNEx | F F G | H UNIT | COIL El rl e | H
SIZE | CONNEX
08 4-1/8 | 4-1/8 | 3-1/8 |16:3/4 -
12 5/8 [16] [105] [105] [791 [426] 7/8 [23] 15-3/4
15-3/4 2 4178 | 1401
16 [401] 1 18 29 [103]
- - 15-7/8
20 ][%4{18 20 51127]| 348 [404]
823 | | s | a8 buog 7]
30 12711 “i79) [105] | “531) 10 20-5/8
a-3/8 | 1924
4 | 1-1/8129] e oo il 121 1 93.1/8
[594] 40 (588]
NOTES:

1.

W N

All dimensions are Inches [millimeters].
All dimensions are +1/2" [13mm].

Metric values are soft conversion.
All coil connections are ODM copper brazed unless otherwise noted.
Field piping should be based on job requirements, not unit connection size.
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