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1. All dimensions in Inches [millimeters]. All dimensions + 1/4" SIZE DIMENSIONS
[6mm]. A B C
2. Left Hand unit shown, Right Hand unit opposite. - " -
3. 90 degree control enclosure is perpendicular to the unit. 06 |12.3"[312mm] | 20" [SO08mm] | 23.25" [591mm]
Includes (2) knockouts on bottom. Provide sufficient clearance to 08 16.3" [414mm] | 25" [635mm] | 28.25" [718mm)]
acg_ess electrical controls and comply with applicable codes and 10 | 20.3"[516mm] | 29" [737mm] | 32.25" [819mm]
ordinances. . " "
4. Refer to base unit for overall dimensions. 12| 203" [516mm] | 34" [864mm] | 37.25" [946mm]
5. Noted dimensions apply only when a ¢ 4" reducer is used. 14 | 253" [643mm] | 39" [991Tmm] | 42.25" [1073mm]
6. Both probes are shown for reference. When a ¢ 4" reducer is 16 | 32.3'[820mm] | 44" [1118mm] | 47.25 [1200mm]
used, a linear probe is installed on it and the standard probe on the 18 | 363" [922mm] | 49" [1245mm] | 52.25" [1327mm]
larger diameter is removed. 20 |40.3"[1024mm]| 53" [1346mm] | 56.25" [1429mm]
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